  Regular Fire Inspections  
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Regular inspections are required to ensure the continued functioning of passive fire safety measures in a     building and to detect dangerous practices. The following should be monitored by regular inspection. 

1. Stairways and Exit Doors: Stairways and final exit doors must never be obstructed, and all exit doors must be capable of being opened easily and immediately from the inside while the building is occupied.

2. Fire Resisting Doors: Fire doors are provided in a building in order to contain smoke and fire gases. Fire doors must be kept closed when not in use. 

3. Rubbish and Combustible Waste: Rubbish and combustible waste including paper, cardboard, plastics and chemicals should not be allowed to accumulate in any area. Where large quantities of combustible waste are produced at the site it should be removed to an outdoor storage area or waste skip located away from the building. 

4. Indoor storage of combustible materials should preferably be in designated storage areas. Storage should be arranged with clear isles between stacks at least 39” wide. Goods should be stacked clear of light fittings, heating pipes and appliances, with at least 18”clearance below fire sprinkler systems. Flammable liquids, gas cylinders, aerosols and materials liable to spontaneous combustion should be segregated from other storage. Detailed guidance is available on the storage of such materials. 

5. Machinery and equipment should be checked regularly for signs of wear, damage or overheating. Faulty equipment should be removed from use until repaired.

                                                  “From Your Occupational Safety & Health Department”

